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ED-190WW
Ovation ED-190WW ellipsoidal spot is a trailblazer, the first high-power LED 
based fixture that makes it possible to retrofit lamp-based ellipsoidals without 
scratching off costly investment in dimming systems. Ovation ED-190WW is 
equally efficient running on constant power and DMX (as LED fixtures typically 
do) as it is when connected directly to a dimming power source. Advanced 
onboard electronics automatically detect what type of power and data the 
fixture receives and it responds accordingly. It performs as well as the original 
Ovation E-190WW with the same output and tremendous dimming performance. 
Now everyone can enjoy the benefits of LED lighting without being held back 
by previous investments made in major dimming systems.

Beam/Field Angle

19° lens Beam 16°/Field 22°

26° lens Beam 22°/Field 28°

36° lens Beam 31°/Field 36°

50° lens Beam 48°/Field 56°
Output

19° lens 4,380 lux @ 5 m

26° lens 2,743 lux @ 5 m

36° lens 1,578 lux @ 5 m

50° lens 624 lux @ 5 m
Power Linking

4 units @ 120 V; 8 units @ 230 V
Size and Weight

21.5 x 15 x 15 in (545 x 380 x 380 mm) 
16.4 lb (7.44 kg)

DMX: 3-pin + 5-pin PowerCON in + thru Dimming and DMX Source

“The Ovation ED-190WW can run constant power and be 
controlled by DMX (as LED fixtures typically are) or it can be 
connecting directly to a conventional dimming power source. 
The electronics in the fixture automatically detect the type of 
power and data you are currently using, and the fixture responds 
accordingly... Yes, Chauvet Professional’s Ovation ED-190WW is 
truly a game changer.”
Church Production Review by David Martin Jacques, Lighting designer, 
Architectural Lighting Consultant and Head of Stage Design at Long 
Beach State University.

For complete specifications, visit ChauvetProfessional.com | All products meet CSA and CE standards. 
Specifications subject to change without notice.
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FD-165WW

Beam/Field Zoom Range

14° - 55° / 25° - 76° 25° - 76°

Output

Narrow Zoom: 25° 1,860 lux @ 5 m

Wide Zoom: 76° 285 lux @ 5 m

Power Linking

5 units @ 120 V; 10 units @ 230 V

Size and Weight

16.5 x 11 x 10 in (418 x 283 x 255 mm)
14.6 lb (6.6 kg)

Ovation FD-165WW is a Fresnel wash utilizing data and power 
sensors that make it possible to run on both dimming power 
systems and constant power rigs. Even when the fixture is 
used on a dimming system, our proprietary motorized zoom 
is still easily accessed by the rotary knob on the back of the 
fixture. The phenomenal dimming and the smooth, even field 
of light produced by its original Ovation  F-165WW counterpart 
are still present but are now made accessible to venues who 
otherwise hesitated to make the switch to LED lights due to 
costly investment in dimming systems.

OVATION
LED fixtures that work with 

traditional Dimming Systems*

*Patent Pending



“We like the Ovation fixtures for many reasons... We actually compared 
them side to side with fixtures that were much more expensive and 
it simply outperformed every other fixture. The brightness, 
uniformity across the field and smoothness of dimming were all stellar.”

Josh Smith, National Operations Manager, 
Dobil Labs, A/V Dept.
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For complete specifications, visit ChauvetProfessional.com | All products meet CSA and CE standards. 
Specifications subject to change without notice.



15 - 30º Zoom Lens

25 - 50º Zoom Lens

19º, 26º, 36º, 50º LensE-190WW

Beam/Field Angle

19° lens Beam 16°/Field 22°

26° lens Beam 22°/Field 28°

36° lens Beam 31°/Field 36°

50° lens Beam 48°/Field 56°
Output

19° lens 4,380 lux @ 5 m

26° lens 2,743 lux @ 5 m

36° lens 1,578 lux @ 5 m

50° lens 624 lux @ 5 m
Power Linking

4 units @ 120 V; 8 units @ 230 V
Size and Weight

26.5 x 15 x 15 in (673 x 380 x 380 mm) 
20.6 lb (9.25 kg)

Powered by 19 10-watt LEDs, Ovation E-190WW delivers an excellent white 
light with a warm color temperature and a beautiful flat field. It also features 
standard beam shaping shutters, a gobo/effect slot and lens barrels that are 
interchangeable with other popular ERS fixtures. Selectable dimming curves 
ensure smooth fading cues that intermix well with the output of conventional 
theatre ellipsoidals, offering a unique opportunity to update rental inventories.

E-Series Lens Tubes

Media Frame Size

6.25 in (159 mm)

Size and Weight

19°, 26°, 36°, and 50° lens: 
9.64 x 6.85 x 6.85 in (245 x 174 x 174 mm)
19°: 4.2 lb (1.9 kg)
26°: 4.0 lb (1.8 kg)
36°: 3.8 lb (1.7 kg)
50°: 4.0 lb (1.8 kg)

Media Frame Size

7.5 in (191 mm)

Size and Weight

9.4 x 8.5 x 20.6 in (239 x 215 x 523 mm)
14 lb (6.35 kg)

Media Frame Size

7.5 in (191 mm)

Size and Weight

8.5 x 9.4 x 18.9 in (215 x 239 x 378 mm)
11.6 lb (5.26 kg)
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“We were also very impressed with the optics of 
Chauvet’s lens barrels. They are as bright and clear 
as lens tubes twice their price from competitors. 
Between the outstanding price and awesome level of 
professional performance, the Ovation E-190WW was 
a no brainer! ”
Josh Smith, National Operations Manager, 
Dobil Labs, A/V Dept.



F-165WW
Powered by 16 10-watt LEDs, Ovation  F-165WW delivers a smooth, even 
wash with a warm color temperature and a beautiful soft field. It also 
features an easily adjustable, motorized zoom with a range from 25° - 76° 
and can accommodate barn doors for glare reduction and beam shaping. 
Selectable dimming curves make it compatible with older, traditional 
theatre Fresnels.

Beam/Field Zoom Range

14° - 55° / 25° - 76° 25° - 76°
Output

Narrow Zoom, 25° 1860 lux @ 5 m

Wide Zoom, 76° 285 lux @ 5 m
Power Linking

5 units @ 120 V; 9 units @ 208 V: 10 units @ 230 V
Size and Weight

16.5 x 11 x 10 in (418 x 283 x 255 mm)
16.6 lb (6.6 kg)
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For complete specifications, visit ChauvetProfessional.com | All products meet CSA and CE standards. 
Specifications subject to change without notice.



Beam/Field Zoom Range

11° - 60° / 21° - 83° 21° - 83°
Output

Narrow Zoom, 21° 1430 lux @ 5 m

Wide Zoom, 83° 133 lux @ 5 m
Power Linking

15 units @ 120 V; 25 units @ 208V; 28 units @ 230 V
Size and Weight

12.8 x 11 x 15.2 in (325 x 279 x 389 mm)
13.4 lb (6.1 kg)

F-95WW
Ovation F-95WW features a compact and lightweight design that 
delivers a beautiful soft flat field with high-quality glass optics. 
Ovation F-95WW is built to work on its own in a variety of stage and 
TV applications, and jointly with the larger Ovation F-165WW. Its 
massive zoom range of 21° to 83° and beautifully soft, warm white 
wash make it a versatile replacement for aging six-inch fresnels. 
A virtually quiet operation and smooth dimming control make it a 
perfect choice for any theatrical and/or studio application.
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Jonathan Lipsy, Manager of Broadcast and Lighting, 
Integrated Solutions Group

“There were a number of reasons why the Ovation 
F-165WW was a perfect fit for this job. I wanted 
a fixture that would offer me an adequate amount 
of light from that distance [12 feet], and the ability 
to remotely control the field angle of the light. The 
Ovation fixtures gave me both.”
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MIN-E-10WW
Ovation Min-E-10WW is the perfect complement in form and function to the 
bigger Ovation E-190WW in a handy, almost pocket sized version. Powered by a 
punchy 10 W warm white LED, this ultra discreet ellipsoidal features a four-blade 
shutter system to efficiently and cleanly crop light from unwanted areas, an 
E-size gobo holder for pattern projection, and the interchangeable lens tubes 
slide in and lock down at the desired focus point. Ovation Min-E-10WW is easily 
dimmed using external dimmer packs apt for LED lighting.

Beam/Field Angle

19° lens

36° lens

Beam 12°/Field 19°

Beam 21°/Field 35°
Output

19° lens 195 lux @ 5 m

36° lens 50 lux @ 5 m
Size and Weight

w/19° lens extended: 11.5 x 4.3 x 9.1 in (291 x 108 x 232 mm)
w/19° lens: 3.6 lb (1.6 kg)

For complete specifications, visit ChauvetProfessional.com | All products meet CSA and CE standards. 
Specifications subject to change without notice.



•	Flat,	even	fields	with	consistent	color	temperatures
•	Lower	power	draw	saves	on	utility	costs
•	Low	heat	generation	for	comfort	and	safety
•	Longevity	of	LED	light	sources	eases	maintenance
•	Eliminates	the	need	for	separate	dimming	racks
•	Lower	expendable	costs	
•	Instant	on	and	off Beam/Field Angle

15° lens

30° lens

42° lens

60° lens

Beam 17°/Field 27°

Beam 30°/Field 49°

Beam 35°/Field 61°

Beam 41°/Field 74°

Output

15° lens 1,725 lux @ 5m

30° lens 669 lux @ 5m

42° lens 473 lux @ 5m

60° lens 328 lux @ 5m

Size and Weight

17.4 x 8.7 x 6.4 in (441 x 221 x 162 mm) 
14.2 lb (6.5 kg)

9

LED Advantage

The Ovation H-105WW LED house light features COB LED 
technology for outstanding flat, even, and flattering fields of 
light in your venue. It comes standard with interchangeable 
lenses for varying hang heights, 5-pin DMX and install terminals 
for permanent and temporary installations, and is a silent LED 
fixture. The fixture features 16-bit dimming response, remote 
device management for added programming flexibility, and has 
adjustable PWM to avoid flickering in filmed environments.

H-105WW

VATION



C-640FC

Instantly Access 
    COLORS YOU WANT
Ovation C-640FC is a great replacement for the widely used 
halogen cyc lights. It can create any color in the gel books 
while consuming less power than traditional-style fixtures. 
The addition of white and amber to RGB color mixing affords 
superb color rendering and a vast palette from soft pastels to 
saturated hues. It also features the Virtual Color Wheel function 
(VCW) that gives instant access to the industry’s most popular 
cyc and strip colors, all accessible via DMX or standalone 
modes. C-640FC is theatre-ready with 16-bit dimming control 
(of each color) as well as a master dimmer.

Beam/Field Angle

Beam 35°/Field 65°
Output

141 lux @ 5 m
LED Color

RGBWA LEDs
Power Linking

9 units @ 120 V; 16 units @ 208 V; 18 units @ 230 V
Size and Weight

15.3 x 12.2 x 11.7 in (390 x 310 x 298 mm) 
22 lb (9.98 kg)
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Accessories
7.5 Barn Door

6.25 Barn Door

Size and Weight

Open: 18.25 x 17.75 x 2 in (464 x 451 x 51 mm)
Closed: 10 x 7.5 x 2 in (254 x 191 x 51 mm)
2 lb (1 kg)

Size and Weight

Open: 14.75 x 14.75 x 1.25 in (375 x 375 x 32 mm)
Closed: 6.25 x 6.25 x 1.25 in (159 x 159 x 32 mm)
1.6 lb (0.7 kg)

PowerStream 4
PowerCon Distributor 
Input Voltage

100 to 240 VAC, 50/60 Hz

Size and Weight

8.4 x 2.4 x 3 in (214 x 62 x 75 mm)
1.7 lb (0.8 kg)

“Color mixing was one of the primary reasons behind 
this fixture being chosen. We did a shootout with cyc 
type fixtures from three different manufacturers, and 
the Ovation came out on top.” 

Brian Longhofer of BCT Entertainment on Scripps College 
Performing Arts Center project
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